


PA 8000 LL � The Cost Saver CNC

� 4 Axes Analog
(16 bit Resolution 5 MHz Encoder Input)

� 120 Digital I/O Optically Isolated
� 200 NC Blocks / sec.
� 20 GByte NC Program Memory
� 2 ms Position Loop
� Fast Soft PLC (Ladder Diagram and Structured Text)

1000 instructions per 200 micro sec., IEC 1131- 3
� Path GraphicsTM

� USB access for Floppy, CD-Rom, Memory Stick
� PA  Adaptive Look Ahead Function
� Remote Diagnostics Capability
� Standard RS 274 D / DIN 66025 ISO Programming

(i.e. G-Codes, M-Codes, Macro Programming)
� CNC Tables: D (Tool Diameter / Radius), H (Tool Length),

Part Offsets (G54-G59), Macro Programming Variables
� Linux
� 800 MHz Processor
� Ethernet  10 / 100 Mbit

Dimension: 
     d =  250 mm 
     h =  110 mm 

     w =  332 mm 

     W eight:  6,2 kg 
     Power:    60 W     







d =   75 mm 

h = 440 mm 
d =   70 mm 

Dimension: 

19" rack - mount with 
15" color TFT and 
touch screen. 

PA 8000 LL - Panel 
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Power Automation GmbH Gottlieb-Daimler-Str. 17/2 
sales@powerautomation.com 74385 Pleidelsheim  
www.powerautomation.com Germany 
Tel.:  +49 7144 899-0 
Fax:  +49 7144 899-299 

19" rack - mount with
12,1" color TFT, full key-
board and touch screen.

Slim line - Panel with 
10,4" color TFT. 

w = 482 mm 
h = 331 mm 

Dimension: 

w = 482 mm 
h = 331 mm 
d =   55 mm 

Dimension: 

w  = 290 mm 




